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TYPE 29-D

FOR SHELL DIAMETERS 16 " THRU 66”

TYPE 29  -  E

FOR SHELL DIAMETERS 16" THRU 66”

TYPE 29  -  G 

FOR SHELL DIAMETERS 16" THRU 72”

MODEL A 
SIZE B C 

29-D-16 16 .50 19.4 

29-D-18 18 .50 21.4 

29-D-20 20 .50 23.4 

29-D-22 22 .50 25.4 

29-D-24 24 .50 274 

29-D-26 26 .63 30.6 

29-D-28 28 .63 32.6 

29-D-30 30 .63 34.6 

29-D-36 36 .63 40.6 

29-D-42 42 .63 46.6 

29-D-45 45 .63 49.6 

29-D-48 48 .63 52.9 

29-D-54 54 .88 59.8 

29-D-60 60 .88 65.8 

29-D-66 66 .88 71.8 

 

MODEL A 
SIZE B C D 

29-E-16 16 .50 19.4 8 

29-E-18 18 .50 21.4 9 

29-E-20 20 .50 23.4 10 

29-E-22 22 .50 25.4 11 

29-E-24 24 .50 27.4 12 

29-E-26 26 .63 30.6 13 

29-E-28 28 .63 32.6 14 

29-E-30 30 .63 34.6 15 

29-E-36 36 .63 40.6 18 

29-E-42 42 .63 46.6 21 

29-E-45 45 .63 49.6 22.5 

29-E-48 48 .63 52.9 24 

29-E-54 54 .88 59.8 27 

29-E-60 60 .88 65.8 30 

29-E-66 66 .88 71.8 33 
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GT Exhaust Systems, Inc.

                         Types 29 D,  29 E,  29 G              

                                 Mounting Brackets

Phone: 402-323-7272    Fax: 402-323-7270

Material and size depend 
on application. 

Consult  Factory
for pricing and proper 

sizing 
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